







Engine Fire During Start


Suck flames into engine, then secure


Cranking	Continue





If engine starts


Throttle	1700 for 2 minutes


Engine	Shutdown





If engine does not start


Throttle	Full open


Mixture	ICO


Cranking	Continue


Extinguisher	Use





Shutdown engine


Master	Off


Mags	Off


Mixture	ICO


Fuel selector	Off


Extinguisher	Use





Engine Fire In Flight


Cut off fuel, extinguish fire, land ASAP


Mixture	ICO


Fuel Selector	Off


Mags	Off


Master	Off


Cabin air & heat	Off


Airspeed	90+kts


Prepare for forced landing


		(see engine failure procedures)





Electrical Fire In Flight


Turn off master, extinguish


Master	Off


All switches	Off (leave mags ON)


Extinguisher	Use


Turn only switches needed


Land	ASAP

















(Ammeter shows excessive rate of Change)


	Alternator ---OFF


	Non Essential Electrical ---OFF


	Flight ---TERMINATE





Cessna 152 Emergency Procedures











Indications


Ammeter shows excessive rate of change


And/Or: High voltage light on





Procedure


Alternator	Off


Non-essential electrical	Off


Land	ASAP











Electrical System Malfunction








On Runway


ABORT: stop and shutdown


Throttle	Idle


Brakes	Apply


Mixture	ICO


Flaps	Up


Mags	Off


Flow:	Throttle & Brakes, then


	OFF: Mixture, Flaps, Mags





Immediately After Takeoff


Land straight ahead and shutdown


Airspeed	Best Glide


Landing area	Choose (ahead!)


Mixture	ICO


Fuel Selector	Off


Mags	Off


Master	Off


Flow:	Best Glide to Landing Area, then


	OFF:  Mixture, Fuel, Mags, Master





In Flight


Land into wind & troubleshoot


Airspeed	Best Glide


Landing area	Choose & turn toward





Troubleshoot


Fuel selector	On


Carb heat	On


Throttle	In


Mixture	Rich


Primer	In, locked


Mags	Both or Start if prop stopped


	Flow: 	Best Glide to Landing Area


	ON:	Fuel, Carb Heat, Throttle, Mixture


	ON: 	Primer, Mags





If no restart, shutdown


Mixture	ICO


Fuel selector	Off


Mags	Off


Flaps	As needed


Master	Off





Prepare for forced landing


Fly the plane as long as you can!


Radio	Declare emergency


	Current freq or 121.5


	“Mayday, mayday, mayday


	<AC type / call sign>


	<nature of emergency>


	<location> / <altitude>


	<# souls on board>, <intentions>


Squawk	7700


Protect body	Coat, cushion, etc.


Doors	Unlatch


Touchdown	Tail low (slightly)


Brakes	Apply heavily























Airspeed	65kts (best glide)


Mixture	Idle cut-off


Fuel Selector	Off�Ignition Switch	Off�Flaps	As Required


Master Switch	Off


Doors	Unlatch prior to landing


Touchdown	Slightly tail low


Brakes	Apply heavily

















Engine Failures 
































Fires 











